


A.CONNECT WITH NOCC HEAD

>

1. Insert your cable into iPad as shown.

B. CONNECT WITH ID HEAD

2. Push the NOCC Head back into the Core and
then use the 6-32x3/8 Flat Head screw to
secure the enclosure together.

1. Insert your cable into the Magtek iDynamo 5
as shown. After the cable is plugged in, insert
the card reader into the ID Head.

C. CONNECT WITH IMGP2 HEAD

1. Insert your cable into the IDTECH iMag Pro Il
as shown. After the cable is plugged in, insert
the card reader into the IMGP2 Head.

D. CONNECT WITH ID6 HEAD

1. Remove the four
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ID6 Head together
as shown.

3. Holding the two
halfs of the ID6 Head
with the card reader
together, reinstall
the 4 screws remove:
in the first stepas
shown.

2. Push the ID Head back into the Core and
then use the 6-32x3/8 Flat Head screw to
secure the enclosure together.

2. Push the IMGP2 Head back into the Core
and then use the 6-32x3/8 Flat Head screw
to secure the enclosure together.

2. Insert your cable into
the Magtek iDynamo 6
as shown. After the cable
is plugged in, insert the
card reader into the bottom

half of the ID6 Head.

and then use the 6-32x3/8 Flat Head screw
to secure the enclosure together.

REFER TO TABLET ENCLOSURE INSTRUCTIONS
TOFINISH YOUR SOLUTIONS ASSEMBLY




